Ruét dén dién - Conductor: Béng-Copper

L&p chéng chay - Fire proof: Mica tape

Lop cach dién - Insulation: XLPE

Lép don - Filler

Lép bang céach nhiét - Heat resistant reinforced
V& boc ngodi - Outer sheath: LF/Fr-PVC or LSFH

CAP CHONG CHAY LF/FR-CV VA FR-CL 0.6/1kV
0.6/1kV LF/FR-CV AND FR-CL FIRE RESISTANT CABLE

TCVN 5935-1, IEC 60502-1, IEC 60331

Ruét dan Dién tr&r pign tré ) Tham khao
sé | Tiétdien Conductor B day Béday | rudtddn | cach dign 9;9” Reference
rust | danh dinh .| cachdién | vé boc 16n nhét | nhd nhat thgr bi
No. | Nominal Buong kinh | 120k dinh danh dinh Max. Min. B. kinh  |Khoi lwong
of | sectional | CAutao . Thick. of Thick,]of Conductor | Insulation et tong | (woc tinh)
P area Structure Diameter insulation sheath resistance | resistance \:iltgg)e Approx. Approx,
(20°C) (20°C) v overall dia.| weight
mm’ No/mm mm mm mm Q /km M Q.km kV/5min mm kg/km
1.5 7/0.53 1.59 0.7 1.4 121 2500 35 71 73
i 25 7/0.67 2.01 07 1.4 741 2000 35 7.6 87
4 7/0.85 2.55 0.7 1.4 4.61 2000 35 8.1 107
5] 7M1.04 3.12 0.7 1.4 3.08 2000 35 8.7 133
10 7/1.35 4.05 0.7 14 1.83 1000 3.5 9.6 181
16 7M1.70 5.10 0.7 1.4 1.15 1000 35 106 248
250 7 5.9 0.9 1.4 0.727 1000 3.5 11.8 345
35 7 6.9 0.9 14 0.524 900 35 12.8 447
50 19 8.2 1.0 1.4 0.387 900 35 14.3 580
1 70 19 9.8 1.1 14 0.268 800 35 16.1 795
95 19 1.5 1.1 1.5 0.193 800 35 18.0 1055
120 37 13.0 1.2 1.5 0.153 700 35 19.7 1325
150 37 14.5 1.4 1.6 0.124 700 a5 21.8 1610
185 37 16.3 1.6 1.6 0.0991 700 35 240 2000
240 61 18.2 1.7 17 0.0754 600 3.5 26.3 2515
300 61 20.8 1.8 1.8 0.0601 600 35 29.3 3210
400 61 23.8 20 1.9 0.0470 600 35 33.0 4080
500 61 26.7 2.2 2.0 0.0366 600 3.5 36.5 5100 |
630 127/2.52 32.76 24 22 0.0283 600 35 434 6680 I
1.5 7/0.53 1.59 0.7 1.8 121 2500 35 12.8 193 |
Z5 7/0.67 2.01 0.7 1.8 7.41 2000 35 13.7 221
4 7/0.85 2.55 07 1.8 461 2000 g5 14.8 270 |
6 7/1.04 3.12 0.7 1.8 3.08 2000 35 15.9 340 |
10 7/1.35 4.05 0.7 1.8 1.83 1000 3.5 17.8 465 |
16 711.70 5.10 0.7 1.8 1.15 1000 35 19.9 625
250} 7 59 0.9 1.8 0.727 1000 35 223 850 ‘
35 7 6.9 0.9 1.8 0.524 900 3.5 243" 1080
2 50 19 8.2 1.0 1.8 0.387 900 3.5 27.3 1400
70 19 9.8 1.1 1.8 0.268 800 35 309 1890
95 19 11.5 1.4 2.0 0.193 800 3.5 34.8 2500
120 37 13.0 1.2 21 0.153 700 35 384 3140
150 37 14.5 14 22 0.124 700 35 424 3820
185 37 16.3 1.6 23 0.0991 700 35 47.0 4740
240 61 18.2 1.7 25 0.0754 600 35 51.7 5960
300 61 20.8 1.8 26 0.0601 600 35 57.5 7560

Remark: 1/. LSFH: Low smoke free halogen
2/. Nhirng quy cach khong co trong bang sé dugc san xuat theo yéu cu clia khach hang. Other types shall produce to request of customer.
3/. (*): 25mm’ to 500mm®: Sgi déng dwgc xoan nén tron. Circular compacted stranded copper wires.



